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28 PROTECH OPTRONICS

Noble appearance and high performance
Medium resolution: 420TV line / high resolution: 580TV line
Accepts video or DC type auto Iris lens
Electronic shutter on/off switching
Internal / external (linelock) synchronization
Backlight compensation on/off switching
Built-in audio function
DC12V / AC24V / AC90V~260V power source selectable

Feature

TCD-0882 1/3" B/W CCD Camera (MID-RES)

TCD-0883 1/3" B/W CCD Camera (HI-RES)

Model TCD-0882 (MID-RES) TCD-0883 (HI-RES)
Image device 1/3" B/W CCD sensor interline 
Effective picture 
elements 

EIA 510(H) X 492(V) 
CCIR 500(H) X 582(V) 

EIA 768(H) X 494(V)
CCIR 752(H) X 582(V)

Scanning system 2:1 interlace
Synchronizing system Internal/line lock (AC)
Horizontal resolution More than 420 TV lines More than 580 TV lines
Electronic shutter 
control 

on/off, switching
(1/60 ~ 1/100000) EIA, (1/50 ~ 1/100000) CCIR

Gamma 0.45
Mechanical IRIS Video drive/DC drive auto Iris lens
Minimum illumination 0.08 Lux / F1.2 0.1 Lux / F1.2
Video output level 1Vp-p/75 Ohms, composite
Audio output 0.7Vp-p 600 Ohms (min)
Video S/N ratio 48dB (AGC off)
Backlight 
Compensation 

on/off switching

Storage temperature -30°C ~ 80°C
Operating 
temperature 

-10°C ~ 50°C

Power requirement DC12V/AC24V/AC90~260V
Power consumption DC12V, typical 120mA DC12V, typical 130mA
Dimensions 132(L) x 62(W) x 52(H) mm
Weight 520g

Audio

TC-2922 1/3" B/W CAMERA (MID-RES)

For small simple monitoring application
1/3" B/W CCD sensor
420 TV horizontal lines
Accepts video and DC type auto iris lenses
Easy to install, simple to operate

Feature

Model TC-2922 (MID-RES)
Image device 1/3" B/W CCD sensor interline
Effective picture 
elements 

 EIA 510(H) X 492(V)
CCIR 500(H) X 582(V)

Scanning system 2:1 interlace
Synchronizing system Internal
Horizontal resolution 420 TV lines

Electronic shutter control 
on/off switching

(1/60 ~1/100000)EIA; (1/50 ~1/100000)CCIR
Mechanical IRIS Video drive / DC drive
Gamma 0.45
Minimum illumination 0.1 Lux / F1.2
Video output level 1Vp-p/75 Ohms, composite
Video S/N ratio 48dB (AGC off)
Storage temperature -30°C ~ 80°C
Operating temperature -10°C ~ 50°C
Power requirement DC12V ± 1.2VDC/AC24V/110V/220V
Power consumption DC12V, typical 100mA

Dimensions 

110(L) X50(W) X50(H)mm corresponding to 
DC12V/AC24V

130(L) X50(W) X50(H)mm corresponding to 
AC110V/220V

Weight DC12V/AC24V: 305g      AC110V/220V: 560g

B/W Camera

Economic B/W Camera


