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25PROTECH OPTRONICS

TCD-1732 1/3" color exview ccd camera (mid-res)

TCD-1734 1/3" color exview ccd camera (hi-res)

1/3" Sony CCD SS-1M DSP (digital signal processing) solution
Medium resolution: 380 TV lines/ high resolution: 480 TV lines
Accepts video or dc type auto iris lens
Wide range auto-tracking white balance(ATW) and push lock
Internal / external (line lock) synchronization
Back light compensation
Suitable for large-scale security systems
DC12V/AC24V/AC90V~260V power source selectable

Model TCD-1732 (MID-RES) TCD-1734 (HI-RES)
Image device SONY EX-VIEW 1/3" color CCD sensor interline
Effective picture 
elements 

NTSC 510(H) X 492(V) 
PAL 500(H) X 582(V) 

NTSC 768(H) X 494(V)
PAL 752(H) X 582(V)

Scanning system 2:1 interlace
Synchronizing system Internal/line lock (AC type)
Horizontal resolution More than 380 TV lines More than 480 TV lines
Electronic shutter 
control 

on/off switching
(1/60~1/100000) NTSC; (1/50~1/100000) PAL

Gamma 0.45
Mechanical IRIS Video drive/DC drive
Minimum illumination 0.01 Lux / F1.2 0.08 Lux / F1.2
Video output level 1Vp-p/75 Ohms, composite
Video S/N ratio 48dB (AGC off)
White balance Auto, push lock
Backlight compensation on/off switching
Storage temperature -30°C ~ 80°C
Operating temperature -10°C ~ 50°C
Power requirements DC12V±1.2VDC, AC24V±10% AC 90~260V
Power consumption DC12V, typical 140mA DC12V, typical 180mA

Dimensions 
50(W) x 57.5(H) x 105(L) mm DC12V

50(W) x 57.5(H) x 135(L) mm AC 90 ~260V
Weight DC12V/AC24V: 267g, AC 90~260V: 290g
Audio Option

Feature

Exview

Medium resolution: 420TV line / High resolution: 580TV line
Accepts VIDEO type Auto Iris Lens
Auto-electronic shutter
Automatic gain control (AGC)
For simple monitoring application
Compact and light weight

Feature

TCD-1642 1/3" b/w exview ccd camera (mid-res)

TCD-1644 1/3" b/w exview ccd camera (hi-res)

Model TCD-1642 (MID-RES) TCD-1644 (HI-RES)
Image device SONY EX-VIEW 1/3" B/W CCD sensor Interline 
Effective Picture 
elements 

EIA 510(H) X 492(V) 
CCIR 500(H) X 582(V) 

EIA 768(H) X 494(V)
CCIR 752(H) X 582(V)

Scanning system 2:1 interlace
Synchronizing system Internal
Horizontal resolution More than 420 TV lines  More than 580 TV lines

Electronic shutter control 
on/off switching

(1/60 ~ 1/100000) EIA; (1/50 ~ 1/100000) CCIR
Mechanical IRIS Video drive auto IRIS lens
Gamma 0.45
Minimum illumination 0.05 Lux / F1.2 0.08 Lux / F1.2
Video output level 1.0Vp-p/75 Ohms
Video S/N ratio 48dB (AGC off)
Storage temperature -30°C ~ 80°C
Operating temperature -10°C ~ 50°C
Power requirement DC12V ± 1.2VDC
Power consumption DC12V ± 10%, 140mA
Dimensions 75.5(L) X 34.6 (W) X 40.6(H)mm
Weight 142g

Exview

Exview CCD Camera

Exview CCD Camera


