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5PROTECH OPTRONICS

Model TCD-23Y2 (MID-RES) TCD-23Y4 (HI-RES)
Image sensor device        1/3" color CCD sensor interline 1/3" color CCD sensor interline

Effective picture elements
NTSC 510 (H) X 492 (V) 
PAL  500 (H) X 582 (V) 

NTSC 768 (H) X 494 (V)
PAL  752 (H) X 582 (V)

Scanning standard 2:1 Interlace
Horizontal resolution More than 380 TV lines More than 480 TV lines
Synchronizing system Internal 
Gamma correction 0.45
Minimum Illumination 1.0 Lux / F1.8 1.2 Lux / F1.8
Mechanical IRIS Auto iris lens (DC drive)
White balance Auto
BLC Yes
Video output Level 1.0 Vp-p / 75 Ohm
Video S/N ratio 48dB(AGC off)
Storage temperature -30°C~80°C
Operating temperature -10°C~50°C
Power requirement DC12V ±10%
Power consumption 130 mA (MAX), DC12V
Dimensions 200 (L) X 89 (W) X 155 (H) mm
Weight 790g
Vari-focal lens type 2.8 ~ 10.0 mm / 5.0 ~ 50.0 mm auto iris DC drive

TCD-23Y2 1/3" digital color ccd camera (mid-res)

TCD-23Y4 1/3" digital color ccd camera (hi-res)

Lens Option:
2.8~10mm
5~50mm

2.8mm 10mm 50mm

Easy adjustment without 
opening camera housing

High performance 1/3" color camera with excellent 
  sensitivities

Integrated auto Iris vari-focal lenses provide wide zooming range 
  with adjustable focal length:2.8~10mm or:5~50mm

Water resistance test (IP66) and providing bracket for indoor or
  outdoor use

Packing camera, lens, bracket and housing as a set
Auto gain control (AGC) 
Auto white balance (2500°K ~ 95000°K)
Easy to install 

Feature

POE PATENT

zoom focus

Water
Resistant

Varifocal
lens

Varifocal Lens CCD Camera


